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* OPTICALLY SPACE BRIDGE
AND ROUTE NUMBERS.
SERIES B LETTERS MAY
BE USED TO MAINTAIN
VISUAL INTEGRITY.

NOTES:

GENERAL:
DOTTED LINES AND NUMERALS INDICATE TEXT THAT VARIES.

FPAYMENI:
BERIDGE PLAUUES SHALL BE PAID NS TRAFFIC SIGNS, TYPE "A',
AND POSTS PAID AS FLANGED CHANNEL STEEL SIGN POSTS.

MATER IAL:

THE SIGN BASE MATERIAL SHALL BE 0.04" FLAT SHEET ALUMINUM.

. 2’ — 0O’ MIN. COLORS:
Y THE SIGN SHALL HAVE A REFLECTORIZED WHIIt TEXT ON REFLECTORIZED
GREEN BACKROUND. THE COLORS SHALL CONFORM WITH THOSE FOUND
IN STANDARD COLOR TOLERANCE CHARTS AS APPROVED BY IHE U.S.
DEPARTMENT OF TRANSPORTATION, FEDERAL HIGHWAYADMINISTRAT ION.
LETTER ING:
LETTERS AND DIGITS SHALL CONFORM WITH THE STANDARD ALPHABETS
FOR HIGHWAY SIGNS AS PRINTED BY THE FEDERAL HIGHWAY ADMINISTRAT ION.
POSTS:
FLANGED CHANNEL STEEL 2*/FT POSTS SHALL BC USED WHEN THE POST LENGTH
EXCEEDS 7 FEET. FOR LENGTH OF 7 FEET OR LESS, A 1.12%/FT STEEL SIGN POST
SHALL BE USED.
OTHER STDS.
REQUIRED:
REVISTONS AND CORRECT IONS APPROVED AGgE

DEC. 17,1989 - DATE OF ORIGINAL 1SSUE
AUG. 08,1995 - MISC NOTE REVISIONS

APPROVED FOR THIS PROJECT
AND/OR DESIGN IMPLEMENTATION,
FHWA FINAL APPROVAL PENDING.
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